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Fitrix Linux Configuration 
Checklist 

 (Please fill out one sheet per system) 
 
 
 

Company 
Name: 

      Contact 
Name: 

      

Phone: 
 

      Email:       

Server  
Use: 

 
 Production                Development 
 Disaster Recovery    Other ____________ 

Server 
Name 
(optional) 

      

 

Please complete the items on this checklist before installing Fitrix. If Fourth Generation Software will install Fitrix, 
please return this completed checklist to your Fourth Generation project manager or sales representative. 

 I have read the Fitrix Linux server hardware requirements and confirmed that the minimum 
requirements are met and that the cpu/core license maximums have not been exceeded. 

 I have confirmed that the Linux distribution and version are supported by the current version 
of Fitrix. 

 Fitrix is only supported on native Linux operating systems which are installed and configured 
according to the manufacturer’s instructions. (Note: upgrading the kernel or glibc version on an 
existing Linux installation can create complications, and is not recommended). Please check the 
box to confirm. 

 Fitrix is not supported on Linux operating systems that are running through emulation or 
enhancement software except for "VMWARE™"’. Please check the box to confirm. 

 A Linux ‘C’ development system must be installed (‘GCC’ compiler + utilities + libraries).  

 Install the package 'libstdc++.so.5' (if not installed) The file ‘/usr/lib/libstdc++.so.5’ must exist 
(on some Linux distributions this requires a link when the file is located elsewhere).  

 Install the package 'rpm' (if not installed), and create the directory: ‘/var/lib/rpm’ if it does not 
exist. 

 Install the package 'gawk' (if not installed).  

 The Linux firewall (ipchains service) must be turned off. (The Fitrix server cannot be a firewall 
server).  

 The ‘termcap’ package (the termcap runtime libraries) must be installed. (This is done by 
default with most Linux distributions) The file ‘/usr/lib/libtermcap.so’ must exist (on some Linux 
distributions this requires a link when the file is located elsewhere) 

 JAVA (jre) version 1.4.2 must be installed. (Fitrix Complete provides this, but if your server 
has an earlier version this will have to be upgraded).  

 If the Fitrix Windows Thin Client will be used, install and enable one of the following: ssh 
(recommended), telnet, or rlogin.  
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 The Linux server must have a network card installed (even if not connected to a network).  

 The Linux server must have a static I.P. address assigned (even if not connected to a 
network).  

 The Linux server must be booted to level 3 (inetd must be running). If ‘X’ Clients will be used, 
the Linux server must be booted to level 5.  

 Note that Fitrix Complete is a 32-bit product but will run on 64-bit systems. A 64-bit version of 
Fitrix is available at an additional cost.  

 
 


