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Fitrix Virtual Configuration 
Checklist (v 5.4x) 

 (Please fill out one sheet per system) 
 
 
 

Company 
Name: 

      Contact 
Name: 

      

Phone: 
 

      Email:       

Server  
Use: 

 
 Production                Development 
 Disaster Recovery    Other ____________ 

Server 
Name 
(optional) 

      

 
Please complete the items on this checklist before installing Fitrix. If Fourth Generation Software will install Fitrix, 
please return this completed checklist to your Fourth Generation project manager or sales representative. 

 I have read the Fitrix preinstall requirements at: 

http://www.fitrix.com/tech-support/pre-installation-requirements/pre-installation-requirements-v5-
4x/         

 and confirmed that the Server Minimums minimum requirements are met and that the cpu/core 
license maximums have not been exceeded. 

 

Server Requirements: 
Please indicate the underlying operating system for the server you want your Fitrix virtual environment to be 
installed on (your server that will be hosting VMware): 

 Windows (desktop o/s will work for very small user counts wtih a light load, server o/s recommended) 

 Linux 

 ESX(i) 

 The server chipset is Intel (required) 

 We have acquired a license for Red Hat Enterprise v 5 (media not required). (can be purchased at 
www.redhat.com as “Redhat Enterprise Linux Server” and choose 2 or more sockets as appropriate. Can also be 
acquired from other sources. Support/maintenance is not required for Fitrix and is your option. 

 Server Hard drive space requirement for the Fitrix environment: 30GB, met. 

 Server is connected to my network 

 

VMware installation: 
 

 Customer has installed VMware on the server and has met the following requirements 

 VMware version 2.02 or later has been installed (the free version works fine for most smaller systems) 

 I have demonstrated that it can power up a virtual environment that can connect to our network. 
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 I have Copied the Fitrix virtual image from a 32GB thumb drive formatted for NTFS to the VMware server 
(Fourth Generation Software can complete the installation from that point). 

 

or 
 

 Fourth Generation Software will install VMware on the server 

 

I understand that after the installation the customer is responsible 
to: 

 

 Power up and down the Fitrix virtual environment. 

 Backup the Fitrix Virtual environment (the entire environment can be powered down and backed up from the 
virtual server). 

 Provide complete support for all hardware, software, networking and any other systems administration issues for 
everything except for the Fitrix virtual server environment. 

 Confirm that all printers to be used with Fitrix are accessible from each User’s Client PC (if the user can print 
from their Windows PC to the printer, Fitrix will be able to access it). (Fitrix also supports Linux host based printers 
which require complex configuration not recommended if you do not have a senior level Linux systems 
administrator or do not have high volume printing requirements). 

 Provide an I.P. address to be used with the Fitrix Virtual Environment (Fourth Generation Software will install the 
I.P. address inside the virtual environment). (IP address to be supplied on a separate form) 

 Provide VPN access to your network for Fourth Generation Software support access to the virtual Fitrix 
environment. (VPN information to be supplied on a separate form) 

 Confirm that all Windows (or other) Client PC’s to be used as Fitrix Clients are connected to the same network 
as the VMware server that is running the Fitrix virtual server environment. 

 Connect the Fitrix fax modem to a serial port on the VMware server and map the port to the Fitrix virtual server 
environment if faxing of reports from Fitrix is desired. (optional) 

 

 

 

 

 
 


